
Schedule of Accreditation

Accreditation Scheme for Inspection Bodies 
Sri Lanka Accreditation Board for Conformity Assessment 

 

Accreditation Number: IB 001- 01 
 
 

International Quality & Safety Co. Ltd. 
P O Box 54689 Riyadh 11524 
7768 Wadi Al Artawi, Olaya 

Unit no 204, AR Riyadh 12212-3168 
Kingdom of Saudi Arabia 

 
 
 
 

Scope of Accreditation:  Inspection of amusement rides and devices as per the    
                                          Work instructions developed based on SASO ASTM   
                                          Standards and EN 13184.  

 
   

The inspection body is accredited as type A inspection body for the inspections as given in 
page 02 onward.                                                                                                 
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Sl. 

No. 

Product(s) / 
Material of test 

Specific tests performed Test Method / 
Standard against which 

tests are performed 

Range of testing/ 
Limits of detection 

Uncertainty 

(±) 

 Nicotine              (%)  B 6.3 ,B 20.3       1.70 - 1.78     0.04 
 Sugar                  (%)  B 6.3 ,B 20.3       10.0 – 11.0      0.5 

 
 
1 

 
 
Cigarette Blend  Chloride             (%)    B 6.3 ,B 20.3        1.25 - 1.35      0.05 

Smoke Water 
                    (mg/ cig) 

  C 4.1       1.67 – 2.13      0.23  
 
2 

 
 
Cigarette Smoke Nicotine 

                    (mg/ cig) 
  C 4.1       1.01 -  1.07      0.03 

 Carbon Monoxide  
                    (mg/ cig) 

  C 5.1        14.6 – 1.50     0.2  
 
3 

 
 
Cigarette Total particulate matter 

                    (mg/ cig) 
  C 5.1        16.7 -  17.1     0.2 

 

 Product(s) / 
Material of test 

Specific tests performed Test Method / 
Standard against 
which tests are 

performed 

Range of testing/ 
Limits of detection 

Uncertainty 

(±) 

Weight               (g) A  13.2,  A 1.1  0.9365 – 0.9421 0.0028 
Length             (mm) A  13.2,  A 2.1  82.9 – 83.1 0.1 
Circumference  (mm) A  14.2 24.60 – 24.64 0.02 
Pressure–drop  
                   (mm.w.g) 

A 14.2 120- 122 1.0 

  
 
 
 
 
Cigarette Ventilation         (%) A 14.2 - - 

 Cigarette - Filter Pressure–drop  
                  (mm.w.g) 

A 13.2 , A  3.8  71 - 73 1.0 

 Cigarette-  Paper Paper permeability 
                           (CU) 

A 13.2 , D 5.1 77- 81 2.0 

  Tobacco rod  Firmness              (%) A  9.1 70 - 72 1.0 

 

ISO/ IEC 17020
IB 001-01

Type A

Valid from  29 March 2015
to 28 March 2016

Issued on 25 May 2015

As an accredited Inspection Body, this inspection body is 
entitled to use the following accreditation symbol 
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SI. No. Type/ Field of Inspection   Inspection method/  

Reference standard   

Product /Process/Items 
inspected 

Location (In-house / 
Off-site inspections) 

Inspection of General Sites  

 

01 

 

Public safety  

Fire Protection 

Emergency Procedures 

    Site Housekeeping 

 

     IQS-WI-09 - Rev: 01  

( Referred to SASO-ASTM- 

F770 - 2011, 

SASO- ASTM-F853- 2011, 

SASO-ASTM-F846- 92-2011, 

SASO-ASTM-F1159 – 2011, 

SASO-ASTM-1193- 2011, 

SASO-ASTM-F2007- 2011, 

SASO-ASTM-F2374- 2011 &  

    SASO-ASTM-2460- 2011)   

 and /or  

IQS-WI-31- Rev :00  

(Referred to EN 13814:2004) 

 

Whole site and all the rides 
within its premises. 

Off site Inspection 

           Inspection of Rides  

02 Speed Testing of Rides IQS-WI-20- Rev:01 

( Referred to SASO-ASTM-
F846- 92-2011   

& SASO-ASTM-F893- 2011 

          and /or  

IQS-WI-42- Rev :00  

(Referred to EN 13814:2004) 

All rides which requires the 
testing based on the ride 
manual 

Off site Inspection 

03 Brake Testing of Ride  IQS-WI-21- Rev:01 

( Referred to SASO -ASTM-
F846- 92-2011 

& SASO -ASTM-F893- 2011)  

          and /or  

IQS-WI-43- Rev :00  

(Referred to EN 13814:2004) 

All rides which requires the 
testing based on the ride 
manual  

Off site Inspection 

04 Vibration Testing of Rides  

 

IQS-WI-22- Rev:01 

( Referred to ASTM-F846- 92-
2011 

& SASO-ASTM-F893- 2011) 

          and /or  

IQS-WI-44- Rev :00  

(Referred to EN 13814:2004) 

All rides which requires the 
testing based on the ride 
manual  

Off site Inspection 

05 Load Testing of Rides  

 

IQS-WI-23- Rev:01 

( Referred to SASO-ASTM-
F846- 92-2011 

& SASO-ASTM-F893- 2011) 

          and /or  

 IQS-WI-45- Rev :00  

 (Referred to EN 13814:2004) 

 

All rides which requires the 
testing based on the ride 
manual 

Off site Inspection 
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SI. No. Type/Field of Inspection   Inspection method/  

Reference standard   

         Product 
/Process/items inspected 

Location (In-
house/Off site) 

06 Anti-Collision Testing  

 

IQS-WI-24- Rev:01 

( Referred to SASO-ASTM-F846-92- 
2011  

 & SASO-ASTM-F893- 2011) 

          and /or  

      IQS-WI-46- Rev :00  

   (Referred to EN 13814:2004) 

 

All rides which 
requires the testing 
based on the ride 
manual 

 

Off Site 
Inspections 

07 Anti –Rollback Testing 

 

IQS-WI-25 - Rev:01 

( Referred to SASO-ASTM-F846-92- 
2011 

 & SASO-ASTM-F893- 2011) 

          and /or  

     IQS-WI-47- Rev :00  

   (Referred to EN 13814:2004) 

 

All rides which 
requires the testing 
based on the ride 
manual 

Off Site 
Inspections 

08 Pneumatic cylinder leakage 
testing  

 

IQS-WI-26 - Rev:01 

( Referred to SASO-ASTM-F846- 92-
2011  

& SASO-ASTM-F893- 2011) 

          and /or  

    IQS-WI-48- Rev :00  

   (Referred to EN 13814:2004) 

 

 All rides which requires 
the testing based on the  

ride manual 

 

Off Site Inspections 

09   Inspection of Mechanical  

Rides 

IQS-WI-05- Rev:02 

IQS-WI-06- Rev:03 

IQS-WI-10- Rev:02 

IQS-WI-11- Rev:03 

IQS-WI-12- Rev:02 

( Referred to SASO-ASTM-F770- 2011, 

SASO-ASTM-F846- 92- 2011, 

SASO-ASTM-F853- 2011, 

SASO-ASTM-F893- 2011, 

SASO-ASTM-F1193- 2011 & 

SASO-ASTM-F2291- 2011) 

          and /or  

IQS-WI-29- Rev :00 

IQS-WI-30- Rev :00  

IQS-WI-32- Rev :00 

IQS-WI-33- Rev :00  

IQS-WI-34- Rev :00 

(Referred to EN 13814:2004) 

   

All types of Mechanical           
Rides 

 
Off Site Inspections 
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SI. No. Type /Field of  

Inspection 

    Inspection method/  

Reference standard   

Product /Process/Items 
inspected 

Location 

(In-house /Off site 
inspection) 

          Inspection of Rides  

10 Inspection of Non-
Mechanical Rides 

IQS-WI-13- Rev:03 

( Referred to SASO-ASTM-
F770- 2011, 

SASO-ASTM-F846- 92-2011, 

SASO-ASTM-F853- 2011, 

SASO-ASTM-F893- 2011, 

SASO-ASTM-F1193- 2011, 

SASO-ASTM-F2291- 2011, 

SASO-ASTM-F2374- 2011 &  

SASO-ASTM-F2375- 2011)  

          and /or  

   IQS-WI-35- Rev :00 

     (Referred to EN 13814:2004) 

All types of Non-  

 Mechanical Rides 

 

Off Site Inspections 

11 Inspection of Water Rides IQS-WI-14- Rev:02 

IQS-WI-15- Rev:01 

IQS-WI-16- Rev:02 

IQS-WI-17- Rev:03 

IQS-WI-18- Rev:02 

( Referred to SASO-ASTM-
F770-2011, 

SASO-ASTM-F846- 92-2011, 

SASO-ASTM-F853- 2011, 

SASO-ASTM-F893- 2011, 

SASO-ASTM-F1159- 2011, 

SASO-ASTM-F1193- 2011, 

SASO-ASTM-F2291- 2011 & 

SASO-ASTM-F2376- 2011) 

   and /or  

 IQS-WI-36- Rev :00 

 IQS-WI-37- Rev :00  

 IQS-WI-38- Rev :00 

 IQS-WI-39- Rev :00  

 IQS-WI-40- Rev :00 

 (Referred to EN 13814:2004) 

   All types of Water Rides     Off Site Inspections 

12 Inspection of Cycle Testing 
of Rides 

 IQS-WI-19- Rev:01 

( Referred to SASO-ASTM-F846- 
92-2011  

& SASO-ASTM-F893- 2011) 

 

 IQS-WI-41- Rev :00 

  (Referred to EN 13814:2004) 

 

 

    All types of Rides       Off Site Inspections 

 

Director /CEO
Sri Lanka Accreditation Board for Conformity Assessment
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